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TÜV PROFiCERT-product Interior PREMIUM
for

The following product/product group particularly fulfills the criteria V1.3 of the TÜV PROFi-
CERT-product Interior certification. This certificate does not acquit the producer of his respon-
sibility to comply  with all legal requirements and product properties. 
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Republic Floor GmbH
Lise-Meitner-Straße 1

82152 Krailling
Germany

LVT-Flooring, Dryback

 Result of the emission testing: TÜV PROFiCERT-product Interior PREMIUM fulfilled
 Thus, the results comply with the emission thresholds of

√ AgBB 2018 / AgBB 2021 √ Annex 8 MVV TB / ABG √ Belgian VOC regulation

√ √ BREEAM Exemplary Level √ LEED v4
(outside North America)

√ Finnish M1 Classification √ CAM Italy √ The Austrian Ecolabel, 
Guideline UZ 42



ANNEX

Darmstadt, 2024-09-17 
Certification body of  TÜV Hessen 

– Head of Certification body –

Certificate valid from 2024-09-17 to 2027-09-16 Certificate registration No.  70 720 8219-3 
 

TÜV PROFiCERT-product Interior (PREMIUM)
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This group is characterized by the following features (all data ± 10 %):

Construction:     UV coating 
      Wear layer of PVC
      Design layer of PVC
      Carrier layer of PVC (LVT composite layer)

Coating:     Polyurethane based   

Total thickness:    2.0 – 4.0 mm

Area weight:    3.8 – 8.55 kg/m²  

and comprises the following articles: 

Dryback
Colmar Dryback Collection 
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